METHOD, APPARATUS, SYSTEM, AND ARTICLE OF MANUFACTURE FOR CONTROLLING CLIENT ACCESS 

B. Fnictvtman 
10/815,318 



1/5 



100 



Server 

106 
/ 


108 

/ 




Storage 
Manager 




Client Address 
Management 
Database 











110 

/ 

Trusted 
Administrative 
Client 



104 



Firewall 





FIG. 1 



METHOD, APPARATUS, SYSTEM, AND ARTICLE Of MANUFACTURE FOR CONTROLLING CLIENT ACCESS 

B. Fruchtman 
10/815,318 



2/5 



108 



Client Address Management Database 

2( J° 202 204 206 208 
\ / / / / 






Client Field 


Trusted 
Addressing 
Information Field 


' Client Initiated 
Session Allowed 
Flag 


Client Provided 

Addressing 
Information Field 











































FIG. 2 



METHOD, APPARATUS, SYSTEM, AND ARTICLE OF MANUFACTURE FOR CONTROLLING CLIENT ACCESS 

B. Fruchtman 
10/815,318 

3/5 

300 

/ 



Server 308 
. L 



Client Address Management Database 

310 312 314 318 j 
II I I 


316 


Client Field 


Trusted 
Addressing 
Information Field 


Client Initiated 
Session Allowed 
Flag 


Client Provided 

Addressing 
Information Field 


Client A 


123.4.55.55 


False 


< untrustworthy > 


Client B 


120.34.33.46 


False 


< untrustworthy > 


Client C 


110.112.44.33 


False 


< untrustworthy > 


Client D 


108.34.56.112 


False 


< untrustworthy > 










FIG. 3 



METHOD, APPARATUS, SYSTEM, AND ARTICLE OF MANUFACTURE FOR CONTROLLING CLIENT ACCESS 

B. Fruchtman 
10/815,318 



4/5 



Storage manager in the server receives 
information from the trusted administrative 
client and based on the received information 

sets up the client address management 
database. 
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client), where the request from the client 

(or the trusted administrative server) 
is for initiating a session with the client 

(either right away or at a later time). 
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information field entry of the client address 
management database to initiate a session 
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